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2004 Hyundai Tiburon 


Trunk Lock Removal and Disassembly: 


1. The Tiburon is currently the only sporty 2-door coupe offered by the Korean car 
manufacturer Hyundai. The 2004 model uses the T001-T1000 code series and 
the X236/HY14 keyway. There is no transponder option on the models sold into 
the United States, but the Canadian models have an optional transponder system. 


2. Like many Hyundai’s the trunk lock is the easiest lock to remove. It does 
not have a code stamped on it, but it is easy to disassemble and it contains 
all 8 cuts to make a working key. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. Begin by removing the inner trunk panel. 


4. You now have 
access to the two 
10mm nuts 
holding the lock in. 
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6. The trunk lock removed. 
7. To disassemble the lock, remove the decorative 
chrome cap. 


5. After removing the nuts and disconnecting the 
linkage, you need to remove the alarm micro-switch. 
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9. Next remove the face cap. 
10. You can now remove the plug to reveal all 8 cuts. 


8. Next, remove the tailpiece and spring. 
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Door Lock Removal and Disassembly: 


11. The door lock is not difficult to remove. 


12. Begin by removing the plastic trim piece over the door pull. 
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14. Next, remove the two Philips screws near the 
front edge of the door. 


13. With the trim piece removed you can remove 
the two Phillips screws beneath. 
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15. Next, remove the trim piece around the inside 
door handle. 


16. There is a small speaker at the forward edge of 
the door panel where the panel meets the window. 
Pry the cover off and disconnect the plug beneath. 
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18. Finally, remove the power lock/unlock button 
and disconnect the plug. 


17. Remove the two Phillips screws on the back 
edge of the panel. 
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19. You can now remove the panel by 
pulling outward. 


20. The panel removed. 
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22. With the handle loose, the lock can 
be serviced. 


21. The handle is held in by two 10mm bolts. After 
removing the bolts and disconnecting the 
linkages, the handle can be removed. 
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23. The door lock removed. 


24. The door lock has no code on it, but it is easy 
to disassemble and contains all eight cuts. Begin 
by removing the tailpiece and spring. 
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25. Next, pry off the 
face cap. 


26. The plug can now be 
removed out the front of 
the lock. 
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27. The door lock 
disassembled. 


Ignition Lock Removal and Disassembly: 


28. The ignition lock is not hard to remove if you have 
a working key. 
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29. This Hyundai uses an Active Retainer system 
that allows you to remove the cylinder when it is 
in the “ACC” position. Begin by prying off the 
trim ring. 


30. To access the active retainer you will need to 
remove the assembly around the radio. Carefully 
pry outward on the square plastic assembly and 
pull outward. 
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32. The cylinder can now be removed from 
the housing. 


31. With the console assembly piece removed, you 
have access to the active retainer. 
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34. Now remove the key buzzer. 


33. Remove the Phillips screw holding on the 
illumination ring. 
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36. To disassemble the 
ignition lock, begin by 
removing the “C” clip on 
the rear of the cylinder. 


35. The cylinder removed. 
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37. Next, remove the 
rubber grommet. 


38. The face cap can be 
removed by turning 
counter-clockwise. 
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39. The plug comes out 
the front of the lock. 
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